
The CMCP-312 Provides a switchable BNC output for up to 12 
Accelerometers.  Providing easy access for connecting Data 
Collectors and Analyzers.  The CMCP-312 small size allows it to 
be mounted almost anywhere  convenience dictates.  The 
CMCP-312 mounts on Standard 35 mm DIN Rail and 
Accelerometers are easily attached using the provided screw 
terminals.  The CMCP-312 is for Interior Mounting, if mounted 
outdoors a suitable Junction Box should be used 

CMCP312 Series 
12 Channel DIN Rail Mount Switchable BNC Output 

Rev. 6/10 

To Order Online Please Visit 
www.stiwebstore.com 
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Vibration Monitoring and Machine Protection Systems
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Mounting: DIN Rail (35mm) 

Size: 2.07” Wide x 3.89” High x 3.0” Deep 
(52.5mm x 98,8mm x 79.2mm) 

Terminals: Screw Type Terminals with Pressure Plate 

Wire Size: 22-14 AWG (Smaller Wire Uses Ferrules)

Flammability: Enclosure UL94 V-O 

Material: Glass Filled Polycarbonate 

Color: Light Gray 

Input: Up to 12 Accelerometers 

Output: BNC 

CMCP-312 12 Channel DIN Rail Mount Switchable BNC 

Ordering Information: 




