Cable Construction (2 Core FEP)

Yellow FEP Jacket
Flame Retardant

1: White

Tinned Leads (-01)

ions

BNC Jack (-02)

Fly End Opt

Spade Lugs (-03)

CcC

BNC Plug (-04)

CMCP602H-AA-BB-CC-DD

AA: Overall Cable Length (Specify Length in Feet)

-16: 16' (5m)

-32 32' (10m)

-64: 64' (20m)

XXX Specify Length in Feet
BB: Cable Type

-01: Standard Cable, No Armor
CC: Fly End Connection

-01 Tinned Leads (Bare Wire)

-02: BNC Jack (Female)

-03: Spade Lugs

-04: BNC Plug (Male)

DD: Specify Cable Shielding
Leave Blank for Isolated
Add -NI for Non-Isolated

Shield/Drain

Overall Braided Shield

2: Black

Isolated Shielding (-I Option)

Whit

Shield
Black

-AA: Specify Overall Cable Length in Feet

Non-Isolated Shielding (-NI Option)

Whit

Shield
Black

Outside View

Maximum Cable Bend Radius

! 1.25" (31.75mm)
R E—

Min. Bend Radius

0.88"

0.175"
[4.45mm]

e
See Note 1

36"

[22.35]

Pin B
Black

[91.45]
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2 SOCKET
MS 5015
SIZE 10

Pin A
White
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